Septic

It is recommended that septic tanks be cleaned every four to five years.  This will depend on the use of the system.  It is strongly recommended that the leach fields and mound systems remain clear and free of obstructions.

SYSTEM TYPE:
The system type, if known, can be useful for future maintenance.

Type:
Not Observed

Location:
Rear yard

EFFLUENT:
Effluence is the liquid sewage discharged as waste.

Present:
Yes

Location:
Rear yard

EROSION:
Soil erosion in a septic system can indicate effluent discharge and possibly, a failing system.

Present:
Yes

Location:
Rear yard

DYE TEST:
Septic dye testing is used to detect waste pipe leaks and defective leaching systems.

Performed:
Yes

Water/Effluent Surface:
Yes

Dye Visible:
Yes

WET PATCHES:
Wet patches are generally effluent discharge from the septic system.

Present:
Yes

Location:
Rear yard

SYSTEM PASS:
Did the system pass overall?

System Pass:
No

DISCLAIMER:
  


The company  has not been retained to warrant, guarantee, or certify the proper functioning of the system for any period of time in the  future.  Because of the numerous factors (usage, soil characteristics, previous failures, etc.) which may affect the proper operation of a septic system as well as the inability of this company to supervise or monitor the use or maintenance of the system, this report shall not be construed as a warranty by this company that the system will function properly for any particular prospective buyer.  The company DISCLAIMS ANY WARRANTY, either expressed or implied, arising from the inspection of the septic system or this report.  We are also not ascertaining the impact the system is having on the ground water.

COMMENTS:
Effluent from septic system was flowing on adjoining property.

